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We present a controlled stress microviscometer with applications to complex fluids. It generates and mea-
sures microscopic fluid velocity fields, based on dual beam optical tweezers. This allows an investigation of
bulk viscous properties and local inhomogeneities at the probe particle surface. The accuracy of the method is
demonstrated in water. In a complex fluid model hyaluronic acid, we observe a strong deviation of the flow
field from classical behavior. Knowledge of the deviation together with an optical torque measurement is used
to determine the bulk viscosity. Furthermore, we model the observed deviation and derive microscopic
parameters.
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I. INTRODUCTION
The viscoelastic properties of liquids in biological sys-
tems, e.g., blood, largely contribute to their biological func-
tionality. Applied shear stress can trigger functional pro-
cesses in cells such as signaling or adhesion 1. The ability
to characterize these viscoelastic properties and to controlla-
bly apply stress on a microscopic scale is of great interest as
it can be used for diagnostics in medicine and will lead to a
better understanding of the functionality of biological sys-
tems.
Microrheology, the measurement of the viscous and elas-
tic modulus in microscopic volumes of fluid, has received a
lot of attention during the past decade. Most techniques are
passive and based on monitoring the Brownian motion of
probe particles in the complex fluid. Dynamic light scattering
2, laser deflection 3,4, and video particle tracking 5
have been used to measure the mean square displacement
r2t, of probe particles and to calculate the complex
shear modulus G* 6. Complex fluids can exhibit local
inhomogeneities of the size of the polymer correlation length
of order of 10−7 m, e.g., depletion layers, causing single
particle experiments to no longer reflect the bulk viscoelastic
properties. By measuring the correlated motion of a pair of
tracer particles, the viscoelastic properties of the fluid can be
derived without knowledge of the coupling between the trac-
ers and the medium 7,8.
Measurements of the Brownian motion of one 9 and the
correlated motion of two particles 10 have also been per-
formed in optical tweezers giving enhanced bandwidth. Al-
though these techniques are very effective in accessing
G*, they are passive in the sense that they cannot apply
controlled stress to the polymer networks of complex fluids
or induce stress controlled functional processes in cellular
structures.
This limitation was overcome by using laser tweezers to
actively rotate microscopic particles. Rotation has been
achieved by a transfer of angular momentum to birefringent
crystals 11,12, to asymmetric shapes like rods and chromo-
somes 13, and by simultaneously transferring spin and or-
bital angular momentum 14. The use of spherical birefrin-
gent crystals vaterite allows fast controlled rotation and a
simultaneous measurement of the stress strain relationship
15. Strain rates of 2500 s−1 can be produced in the equato-
rial plane on the surface of a vaterite rotating at 200 Hz.
Measurement of the optical torque and the rotation frequency
yields the fluid viscosity. Although this works very well for
Newtonian fluids, the technique will be affected by the local
inhomogeneities in complex fluids and the coupling between
rotating particle and fluid.
In this paper, we present first quantitative measurements
of the fluid velocity fields generated by optically driven mi-
croscopic particles. In the same way the extension from one
particle to two particle passive microrheology proved that
single particle measurements do not provide the bulk vis-
coelastic moduli of complex fluids 7, we show that the
measurement of the fluid velocity field is essential to apply
the above described technique 15 to complex fluids. The
flow field measurement allows the characterization of the
coupling between rotating particle and fluid. In combination
with torque measurements, our system performs as a con-
trolled stress microviscometer which can be used in complex
fluids. We can create and probe microscopic flows at high
shear rates without the need for large support systems e.g.,
pumps, microchannels or high concentrations of tracer par-
ticles. We employ dual beam optical tweezers as a micro-
scopic flow sensor to carry out microvelocimetry. We show
the validity of the method by measuring velocity profiles in
water using two experimental techniques. We show that at
shear rates of 300 s−1, water exhibits the expected Newton-
ian behavior without any slip on the particle surface. In con-
trast, measurements on aqueous solutions of hyaluronic acid
HA show a strong deviation from classical behavior, most
likely due to the formation of a depletion layer. Subsequent
optical torque measurements allow the determination of the
bulk viscosity and the estimation of the depletion layer
width.
II. MICRORHEOLOGICAL TECHNIQUE
A. Flow field generation
The flow field is created by using optical tweezers to levi-
tate and rotate a micron sized particle. We use spherical va-
terite crystals, which are produced by precipitation in a pro-
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cedure described in Ref. 15. The birefringence of vaterite
allows the transfer of spin angular momentum from a circu-
larly polarized laser beam to the particle which causes it to
rotate. The rotation speed can be controlled by changing ei-
ther the ellipticity of the beam polarization or the incident
laser power. The torque exerted on the particle by the fo-
cussed laser beam is opposed by the drag torque of the sur-
rounding fluid which depends on the fluid viscosity. Rotation
rates of 400 Hz are achieved with 2 m vaterite crystals and
few hundred mW of laser power.
B. Theory
A signal advantage of this method is that for a free rotat-
ing sphere, classical hydrodynamic theory yields analytic so-
lutions. Starting with the Navier-Stokes equation, simplifica-
tions can be made assuming steady incompressible flow, a
zero body force and low Reynolds number 10−3 in our
system. The flow velocity v is then described by the homog-
enous Stokes equation
2v = p , 1
where p is the pressure and  the dynamic viscosity. A ho-
mogeneous particular solution of this problem in spherical
coordinates is Lamb’s general solution 16. Matching of the
boundary conditions and assuming no slip at the particle sur-
face leads to the solution




for a sphere of radius a rotating at angular frequency . The
direction of flow is always perpendicular to the plane con-
taining the z axis unit vector ez and the coordinate vector x.
The fluid velocity in the equatorial plane is proportional to
the reciprocal square of the distance from the sphere center.
The drag torque is given by z=−8	a3 and does, in con-
trast to the velocity field in a homogeneous fluid, depend on
the fluid viscosity. We measure this velocity profile by opti-
cal means and use it to identify any non-Newtonian behavior.
In inhomogeneous systems such as a high molecular
weight polymer solution, hard wall interactions between col-
loidal particles and polymer molecules cause a drop in poly-
mer concentration close to the particle surface 17,18. As a
consequence, the local viscosity near the surface is reduced.
The width of this depletion layer is usually in the range of
the polymer/macromolecular correlation length 
 8.
In order to understand how this layer of reduced viscosity
influences the rotation of a spherical particle when constant
torque is applied, we use a simple shell model. In this model,
the viscosity drops from its bulk value bulk to the local value
loc at a boundary layer which is located at a distance d from
the particle surface. The velocity profile outside this bound-
ary layer is described by Eq. 2. If the particle is rotating at
angular velocity 1 and the boundary layer at 2, then the
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where R1 is the particle radius and R2 the boundary layer
radius 19. From the velocity profile, we can calculate the
viscous stress tensor ik =locv /r−v /r at the sphere sur-
face r=R1, which corresponds to the frictional force per
unit area. The total torque drag due to friction acting on the
rotating particle can be found by integration of ik in spheri-
cal coordinates








This drag torque equals the applied optical torque o in
the case of a optically driven rotating particle and can be
directly measured 15. The above equation allows an esti-
mation of the depletion layer width d=R2−R1 as will be
shown later.
C. Measurement of flow field
We probe the flow by two methods, both employing 1 m
polystyrene probe particles Polysciences, Inc. and fully
steerable dual beam optical tweezers Fig. 1. Trap one holds
and rotates the vaterite particle whereas trap two holds the
probe particle. The rotation frequency of the vaterite particle
is measured in all experiments by detecting the linear polar-
ized component of the forward scattered trapping beam
which is modulated at twice the rotation frequency.
Method 1 measures the fluid velocity by monitoring the
probe particle displacement in the trap due to viscous drag.
FIG. 1. The dual optical tweezers are based on a fibre coupled
Nd:YAG laser. Its output is expanded and split into two beams C1,
each individually steerable with a gimbal mounted mirror M1 and
M2. A half wave plate in one arm and recombination by a 70/30
non polarizing beamsplitter C2 allows independent polarization
control. A detection laser HeNe and quadrant photodetector
QPD are used to monitor probe particle deflection. The vaterite
rotation frequency is measured by a linear polarizer pol. and pho-
todetector PD.
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Motion of the probe particle deflects the beam of a separate
detection laser HeNe which is registered with a quadrant
photodetector QPD. The signal is directly calibrated against
movement with known velocity of the piezo actuated micro-
scope stage. This method is especially useful as it does not
require knowledge of the fluid viscosity and trap stiffness
and can therefore be used with unknown liquids. The cali-
bration curve of the detector signal to the fluid velocity does
depend on the coupling between the probe particle and the
fluid. Calibration is carried out directly before each experi-
ment in the fluid that is to be probed, so the coupling is
identical in an actual experiment. Therefore, the calibration
takes the coupling already into account, and our measure-
ments are not affected by any inhomogeneous effects close to
the surface of the probe particle.
The sensitivity of the system can be increased by decreas-
ing the trap stiffness and measurement of fluid speeds below
50 m/s corresponding to 450 fN for 1 m probe in water
is possible. For enhanced precision and elimination of signal
drift, the difference in probe displacement between rotating
vaterite flow and stationary vaterite no flow is measured.
The probe particle deflection is sampled at 2 kHz for 5 s at
distances in the range of 1 to 18 m.
Method 2 uses the dual trap to bring a probe particle to
the desired distance from the rotating vaterite. The probe trap
is switched off and due to the low Reynolds number, the
probe particle instantly moves with the fluid flow. The probe
particle can encircle the vaterite on a more or less stable orbit
depending on distance for up to 6 times without a notice-
able change in its vertical z position. Radial diffusion can
cause a probe particle to explore the flow at various distances
from the vaterite. The motion of the probe in the flow field is
tracked by video microscopy and the flow velocities evalu-
ated Fig. 2.
III. RESULTS AND DISCUSSION
A. Flow field in water
The validity of both methods was established by making
measurements in pure water. Figure 2b shows data col-
lected for a vaterite particle with a radius of 2.6 m rotating
at 25.2 Hz using method 1. To correct for slight changes in
rotation frequency Fig. 2a due to the manual adjustment
of the polarization of the vaterite trapping beam, frequency
normalized velocities are plotted. The least squares fit of Eq.
2 to the data agrees very well with the theoretical curve
expected from particle rotation rate and size specified above.
Using video microscopy and particle tracking method 2,
the velocity profile in Fig. 2c was obtained for a vaterite
particle with a radius of 1.8 m rotating at 13.4 Hz. The
agreement between curve fit and theoretical curve is again
very good. Measurements using both methods were carried
out a number of times using different sized particles and
always yielded very good agreement.
Influence of the probe particle and boundaries. Both
methods for measuring the fluid velocity field employ a
probe particle which disturbs the flow field. In method 1, the
probe is stationary and expected to cause larger disturbance
compared to method 2, where the probe moves freely with
the flow. Quantification of the flow disturbance was the main
reason for using these two methods with different degree of
flow disturbance.
In method 2, the probe moves freely with the flow. Dis-
turbance arises from the existing fluid velocity gradient,
causing streamlines on the side of the probe facing the rotat-
ing vaterite to move faster than the streamlines on the oppo-
site side. This shear will cause the probe particle to rotate
thereby minimizing the disturbance. For a linear gradient, the
FIG. 2. a The vaterite rotation frequency does not depend on
its distance to the probe particle. Fluctuations are due to the manual
adjustment of the wave plate to obtain circular polarized light. b
Velocity profile of a r=2.6 m vaterite rotating at 25.2 Hz see a
measured with method 1 circles. Model solid curve and fit of the
data dotted agree very well. The inset shows the position signal of
the probe particle with rotation turned on/off. c Velocity profile of
a r=1.8 m vaterite rotating at 13.4 Hz measured with method 2
video tracking. Again, very good agreement between model and
curve fit are obtained. The inset shows a frame from a video track-
ing experiment contrast enhanced for demonstration.
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probe will move with the velocity of the streamline through
its center. This approximation is certainly valid for probe
positions further away from the rotating vaterite. Closer to
the vaterite, the nonlinear gradient will cause the probe to
move at the speed of a streamline off its center. Nevertheless,
this deviation is negligible compared to the error in the de-
termination of the probe particle position of ±0.11 m. To
show the validity of these assumptions, we have fitted our
model to the datapoints in Fig. 2c with a distance d
5 m and d7 m. The fit for the distant datapoints de-
viates by −1.0% from the expected curve whereas the fit for
the close points deviates by −6.0%. Both fits are within the
combined error of 3% of the expected curve and of 3% of the
datapoints. The deviation at closer distances may result from
higher scattering of the data and the reduced statistics of both
fits. A noticeable increase in the drag experienced by the
rotating vaterite is not expected in this method and has not
been observed, as the flow is not restricted.
This is different in method 1, where the probe is held
stationary and presents a resistance to the fluid flow. The
rotating vaterite experiences this resistance as an increased
viscosity. Since we are applying constant torque, this results
in a decrease in rotation frequency. By looking at the rotation
frequencies in Fig. 2a, we find a decrease of only 5.1% for
the closest particles. From these measurements, we estimate
a maximum increase in viscosity of 5.4% experienced by the
rotating vaterite due to the resistance of the probe at the
closest position. A theoretical estimation of this effect is a
nontrivial problem and exceeds the scope of the paper. Since
the increase in resistance becomes negligible at large dis-
tances of the probe to the vaterite, we again looked at curve
fits to datapoints with a vaterite-probe distance d5 m and
d7 m. We find deviations from the model of −8.6 and
−1.0 %, respectively. The slightly larger deviation of close
points may result from the effectively increased viscosity.
Comparing both methods, we note that although distur-
bance of the fluid flow is much higher in method 1, the effect
on our measurements is smaller than 9% for measurements
taken very close to the crystal and negligible at greater dis-
tances. Both methods yield good results for the measurement
of velocity fields, and very good results if measurements are
taken at larger distances e.g., 6 m. It is therefore con-
cluded that both techniques are valid for determining veloc-
ity profiles on a microscopic scale.
Changing the polarization in trap 1, which is used to turn
vaterite rotation on and off, does not influence the probe
particle position. This was confirmed for various distances
without a vaterite in the trap. Furthermore, we found that the
coupling between the rotating vaterite and the medium wa-
ter does fulfil the no slip boundary condition. The maximum
observed shear rate of 300 s−1 did not induce slip.
Further flow disturbance may result from wall effects. We
have quantified wall effects for rotating crystals by applying
constant torque and measuring the change of rotation rate
with wall-surface distance. Vertical walls show an effect at a
distance of 1 particle diameter, whereas horizontal walls
e.g., coverslip or slide show an effect only when the crystal
is almost touching the wall. This is due to the fluid velocities,
which are very small above and below the poles of the par-
ticle, and higher near the equator. Theoretical calculations
show that the drag correction factor for a vertical wall drops
to 1.01 at a distance of 1.1 particle diameters 20, and it will
be much smaller for a horizontal wall. We conduct our ex-
periments deep inside the sample, at least 6 particle diam-
eters i.e., 30 m away from horizontal walls microscope
slide and cover glass, and millimeters away from any verti-
cal walls, hereby making any wall effects negligible.
B. Flow field in HA solution
An interesting application of flow field measurements is
to test if the use of a vaterite particle as a viscosity probe is
affected by a non-Newtonian environment. We measured ve-
locity profiles in hyaluronic acid HA. HA is a linear anionic
polysaccharide. The viscoelastic properties of solutions in
water strongly depend on the molecular HA concentration
21. For our measurements, we added vaterite and probe
particles to a solution of 1.5 g/ l HA rooster comb, 1.5
106 Da average molecular weight in phosphate buffered
saline PBS.
The velocity profiles obtained from this solution show
clearly a deviation from the behavior of Newtonian fluids.
Vaterite particles in the size range of 3–4 m were rotating
at 3–5 Hz, considerably slower than in water approx.
30 Hz. The generated fluid flow around the particle was on
average 24% lower than expected from the model parameters
Fig. 3. This deviation is significant and much larger than
the error in the expected profile 3%. A fit to the points
which are more than 7 m away from the rotating vaterite
shows a similar deviation of 25%. At those larger distances,
the probe does not disturb the flow, which shows that the
deviation is indeed a physical effect and not caused by any
hydrodynamic interaction between probe and rotating vater-
ite.
To interpret these results, we have to consider various
effects which could create such a deviation of the measured
velocity profiles in a polymer solution. The effects we have
to consider are the interaction of the rotating particle with the
FIG. 3. The fluid velocity profile of a vaterite particle does
deviate by more than 24% from the expected profile, which is cal-
culated from the particle size r=1.77 m and the rotation fre-
quency f =3.3 Hz. The y axis is normalized by the frequency. This
deviation was observed in a number of experiments.
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solvent, the interaction with the polymer molecules, and a
change in the local rheology of the solution. The coupling
between the particle and the solvent, i.e., water, has been
investigated in the previous section and did not show any
slip. Shear induced slip can therefore not be responsible for
the observed effect. In contrast to passive microrheological
techniques, we induce stress, which could alter the rheologi-
cal properties of the polymer solution locally by shear thin-
ning. Shear thinning is caused by shear stress leading to mo-
lecular alignment and deformation of the polymer. The
reduction in viscosity by shear thinning is highest at high
shear rates and high polymer concentrations. The dilute con-
centration of HA employed in our experiments does not ex-
hibit shear thinning below shear rates of 100 s−1 21,22. In
our experiment, high shear rates only occur in the equatorial
region on the surface of the rotating particle and are still
below the limit for shear thinning Fig. 4. This strongly
suggests that shear thinning does not occur in our experi-
ments and is not responsible for the observed deviation of
the velocity profile.
The polymer concentration close to the surface of colloi-
dal particles can be decreased due to polymer-particle inter-
action which can be described in a hard sphere model
18,23. In this so called depletion layer, the viscosity is de-
creased as it depends on polymer concentration. Depletion
layers have been observed in other polymer solutions using
passive microrheological techniques 8,17. In our system, a
decrease in HA concentration in proximity to the rotating
vaterite particle and the resulting lower viscosity would
cause the particle to rotate faster with the same applied op-
tical torque. The resulting velocity profile would have a steep
drop in the depletion layer region and would follow Eq. 2
thereafter. We believe that a depletion layer is responsible for
the measured velocity profile in HA as it would create the
measured deviation and is present in most systems of colloi-
dal suspensions in polymer solutions.
To test our argument, we attached a sub micron particle
approximately 100 nm diameter to the rotating vaterite to
disturb an existing depletion layer. Measurements taken be-
fore the particle attachment show the typical 24% deviation
from the expected profile, whereas measurements taken with
the attached particle agree very well with the theoretical pro-
file Fig. 5. This leads to the interpretation that the attach-
ment of the particle to the vaterite disturbs a depletion layer
during rotation, causing the local viscosity close to the va-
terite to be restored to the bulk viscosity. This increase in
local viscosity is reflected in a 6.7% decrease in the mean
rotation speed of the vaterite. Modeling the system as a big-
ger sphere with a 100 nm greater radius would lead to only
half the observed change in fluid velocity. The increase in
size alone can therefore not account for the effect.
C. Combination with torque measurements
The above results effectively mean that a viscosity
measurement in a polymer solution based on drag torque
FIG. 4. Upper: Viscosity of HA of different concentrations as a
function of applied shear rate, as measured with a concentric cylin-
der low shear viscometer and a cone and plate rheometer by Krause
et al. 21 , , . The viscosity of the sample used in this paper
1.5 g/ l was characterized for a limited number of shear rates 
using a cone and plate rheometer and it agrees well with the values
obtained by Krause et al. At a concentration of 1.5 g/ l, slight shear
thinning does only start at shear rates above 100 s−1. Lower: Shear
rates prevalent in a fluid when rotating a sphere of 1.77 m radius
at 3.3 Hz, as a function of distance to the sphere surface and zenith
angle  measured from the axis of rotation. Highest shear rates
occur on the surface of the sphere d=0 in the equatorial plane
=90°  and drop sharply with increased distance. The highest
shear rates are below the shear rates at which shear thinning starts
to occur in the concentric cylinder measurements.
FIG. 5. Fluid velocity field around rotating vaterite particle in
HA before upper and after lower attachment of a submicron
sized particle. The deviation from the model observed before at-
tachment disappears thereafter. This may be due to the destruction
of a depletion layer surrounding the vaterite particle.
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would underestimate the fluid viscosity by a factor F deter-
mined by the discrepancy between model and measured ve-
locity profile. Using a particle of the same size rotating at the
same frequency as in Fig. 3, we measured the optically ap-
plied torque in a similar HA solution method in Ref. 15.
By equating optical torque and drag torque, we found a vis-
cosity of 7.9±0.5 cP. From Fig. 3, we extract a correction
factor F=0.72±0.02, yielding a corrected viscosity of
11.0±0.9 cP, which agrees well with =12 cP found in the
literature 21.
The above torque measurement can be used to derive mi-
croscopic parameters of the depletion layer according to Eq.






1 − 8	2 − 1locR1
3o
−1 5
for the boundary layer width R2. Taking the particle from
Fig. 3, a rotation frequency of 1=2	3.3 Hz and an opti-
cally applied torque of 2.3410−17 Nm is measured. By ex-
trapolation of the measured velocity field using the fitted
curve Fig. 3, we can estimate the rotation frequency of the
boundary layer 2=2	2.1 Hz. Assuming a viscosity in the
depletion layer between that of the solvent loc=1 cP and a
third of the bulk loc=4 cP, a depletion layer width d=R2
−R1 of 26 to 95 nm is found, respectively. It has been shown
that the depletion layer width is often in the order of the
polymer correlation length 
 8,18. In a 1.5 mg/ml solution
of HA, the correlation length is 
=100 nm 24 and is com-
parable to our depletion layer width if we use the upper value
of loc. Physically, we expect the local viscosity to decrease
continuously toward the particle surface. The depletion layer
width is then defined at the half value of the bulk viscosity.
Although we can not yet exactly determine the depletion
layer width, the above considerations clearly show that a
depletion layer model can reproduce the measured velocity
profiles with model parameters lying in the expected range.
IV. CONCLUSIONS
We have used two methods to precisely measure fluid
velocity fields in microscopic volumes. We showed that a
rotating micron sized particle in water creates a flow field
that is expected from classical hydrodynamic theory. Other
methods have been used to create microscopic flow fields
25,26, and our technique could be used to characterize
these. In a polymer solution, we find that the flow field lies
on average 24% under the profile expected from theory. We
attribute that to a layer around the rotating particle in which
the polymer concentration is depleted. A simple shell model
is used to explain the observed velocity profile yielding a
depletion layer width of the expected magnitude.
The combination of the technique with optical torque
measurements allows us to measure steady state viscosities
in polymer solutions at controlled shear rates. This corre-
sponds to the passive technique of two-point microrheology.
Theoretical calculations show that one-point microrheology
of a semidilute polymer solution measures a viscosity of
73% of the actual bulk value 18. We find that measuring
only the optical torque gives a similar underestimation of the
bulk viscosity 76% of the bulk on average, whereas the
combined measurement fluid velocity and torque yields
correct values. These experiments were carried out at low
shear rates to avoid shear thinning of the polymer solution.
In future experiments, we will increase the shear rate and use
the measurement of the fluid velocity field to investigate the
shear rate dependence of the viscosity.
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